
Model # 915000  - Enclosed Controller Module 

Features and Benefits
1. Externally Mounted Control
This device can be mounted in a convenient, unobstructed, location for ease of operation. In the 
event that  service is required the controller can be disconnected and replaced quickly without loss 
of vacuuming time. 

2. Soft Start Feature
The soft start feature introduces voltage to the motor in a gradual manner minimizing stress to the 
electrical connections. In some cases, motor life has been extended by 30% with our starting method.

3. Variable Speed
This capability allows for the consumer to select the right amount of suction for the type of flooring 
being cleaned or other cleaning tasks. An additional benefit to variable speed is the reduction in en-
ergy being consumed for the task at hand. These saving can be up to 30%  in the low speed setting.

4. Wireless Communication
The ability to communicate wirelessly allows for instructions to be sent to the controller from vari-
ous transmitters and in turn having information provided to the consumer to various LCD screens 
conveniently located for ease of use.

5. Bag Full Indication
Current sensing circuitry allows the electronics to determine if the dirt receptacle is full and in turn 
provide this information, wirelessly, to the consumer.

6. Obstructions in the Piping System
With the use of a microprocessor and custom embedded software, we are able to determine if 
the efficiency of the system has been compromised and wirelessly provide this information to the 
operator anywhere in the home.

7.  Motor Failure
The custom software has also been developed to indicate to the consumer if motor failure has oc-
curred. Since the power unit is normally located in the garage and these units run extremely quietly, 
it is not always possible to determine if the unit is operating. It is especially difficult if an electric 
floor brush is in use.

8. Membrane Keypad
Designed for use with low level electronic signals these keypads reliably provide up to a 1,000,000 
operations. The Mylar overlay is washable and is rated at 12,000 volts to protect the consumer from 
electrical faults.

9. Programming Switches and LED Lights
Located on the membrane keypad these devices provide manual on/off operation of the power unit 
as well as programming and reset options for the vacuum system.
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