
Model # 915506  - Diagnostic Panel

Features and Benefits
1. Stylized Enclosure
The design of this enclosure was commissioned so that this unit could blend in with most home  
décor. A single keyhole opening is provided at the back of the enclosure for ease of removal when 
the batteries require replacing. Provision is made for the use of Velcro fasteners. The standard avail-
able colors are White or Black. 

2. Battery Operated 
Using 2 standard AA batteries, replacing the batteries is simple yet infrequent via the battery cover 
at the rear of the enclosure. An additional Lithium coin cell is also provided so that no data is lost 
when replacing the AA batteries. The supplied batteries are standard and can be purchased in most 
stores that sell batteries.  

3. LCD Display
The default screen on the LCD is a real time clock. Buttons on the keypad allow for any time ad-
justments without the need for complicated instructions. The ? button on the front of the unit is 
depressed when seeking information on the performance of the system. Multiple depressions allow 
the consumer to scroll through the information stored in the memory. Data is available in up to 12 
different languages. Selecting or changing the language of choice is as simple as pressing a button 
or two. 

4. Wireless Communication
The ability to communicate wirelessly allows for information to be received from the main controller 
regardless of the location of the diagnostic panel. One or many can be strategically located any-
where in the home. Updates sent after the vacuuming task is completed conserves battery power 
and keeps radio transmissions to a minimum while providing fresh data all the time.

5. Pairing the Diagnostic Panel with the Controller.
To avoid unintentional and unwanted activation of the power unit, each Diagnostic panel has 
a unique address. With over 64,000 possible addresses, the likelihood of another transmitter or 
Diagnostic Panel; affecting your system is remote. To pair the Diagnostic Panel to the main control-
ler, depress the programming button on the main controller and then depress the ? button on the 
Diagnostic panel. If the main power unit comes on then the devices are paired.  Both the transmitter 
and receiver must have power connected to them and/or batteries installed for the pairing to be 
successful.
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915 MHz Diagnostic Control Panel (battery powered) with 6 Ft. USB 
cable and mounting hardware.
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